
Section  10.5   Loading and Unloading Space Requirements 
 

 

A.  Additional Space: Loading space required under this Section shall be provided as area additional to 
off-street parking space required under Section 10.4. 
 
 

B.  Space Requirements: There shall be provided an adequate space for standing, loading, and 
unloading services. Each space shall be a minimum of twelve (12) feet in width and thirty-five (35) feet in 
length, and fourteen (14) feet in height, open or enclosed, and be of such pavement design to 
accommodate the anticipated truck traffic. The site plan approval body may require a greater space length 
where necessitated by the anticipated type of truck traffic. The number of spaces shall be provided as 
follows: 
 
 

Gross Floor Area 
 

Spaces Required 

Up to 5,000 sq. ft. gross floor area: 1 space, if determined necessary during site plan review. 
 

5,001 to 20,000 sq. ft. gross floor area: 1 space. 
 

20,001 to 50,000 sq. ft. gross floor area: 2 spaces. 
 

50,001 or more sq. ft. gross floor area: 2 spaces, plus 1 space per each 50,000 sq. ft. of gross floor 
area, or fraction thereof, in excess of the first 50,000 sq. ft. 
 

 
 

C.  Access: Access to a truck standing, loading, and unloading space shall be provided directly from a 
public road or alley and such space shall be so arranged to provide sufficient off-street maneuvering as 
well as adequate ingress and egress to and from the road or alley. 
 
 

D.  Screening: All loading and unloading areas that are adjacent to or otherwise visible from residentially-
used property, or face or are visible from a public road, shall be screened. 
 
 

E.  Location: 
   

1. Designated Loading-unloading spaces shall not be located in any front yard.  
 
2. Loading-unloading spaces shall not be located in a required side or rear yard building setback 

except where such yard is adjacent to a Business or Industrial District, but in no case shall such 
loading-unloading area be located within ten (10) feet of the lot line.  

 
3. In no case shall loading-unloading spaces be located closer than fifty (50) feet to a lot used 

principally for residential purposes. 
 


