
Section  11.6    Minimum Standards of Landscape Elements  
 

 

A.  Quality and Composition: Plant material shall be free of insects and diseases, and hardy to the 
climate. Plant species which are generally considered undesirable due to limited disease tolerance, low 
wood strength and/or high wood-splitting tendencies, such as boxelder, mulberry, and willows, are 
prohibited unless specifically authorized by the site plan approving body based on the manner in which 
the plant material is to be used or located. A mixture of plant material shall be required to protect against 
insect and disease infestation.  
 
 

B.  Existing Trees: If existing plant material is labeled "To Remain" on site plans by the applicant or 
required by the site plan approval body, protective techniques such as fencing, placed at the dripline 
around the perimeter of the plant material, shall be indicated on the site plan. No vehicle or other 
construction equipment shall be parked or stored within the dripline of any plant material intended to be 
saved. In the event that existing healthy trees which are used to meet the minimum requirements of this 
Ordinance, or those labeled to remain are cut down, destroyed, damaged, or excavated at the dripline, as 
determined by the site plan approving body, the applicant shall replace them with trees that meet 
Ordinance requirements. Such replacement trees shall be planted at a rate of one (1) tree per two (2) 
inches of tree caliper of the tree cut down, damaged, or otherwise destroyed.  
 


